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Screw Pump 
SP 

 

The calibration hand pump is a low air pressure source with the ability to easily adjust and stabilise. 
 
 

The hand pump possesses a pressure range 
of vacuum (0.5 bar) to Pressure (1 Bar) uses 
air as the media, and can adjust the 
pressure easily. 

 

The pump is fitted with 1/2 mtr 4 mm Nylon 
Hose with end connection 1/4" BSP (F). 
Other end fitted with 1/2 mtr 4 mm Nylon 
Hose with end connection 1/8" BSP (M). 

 

The Pump is used for calibrating pressure 
transducers, precision pressure gauges 
along with standard or master indicators. 

 
 
 
 
 
 
 
 
 
 
 

Technical Specification 
Media: Air 
Generated Pressure Range: 0.5 Bar vacuum 
to (1 bar) positive pressure 

 

Standard Delivery 
- Screw Pump 
- User’s Manual 

 
 
 
 

 
 

Manufacturer of 
TEST BENCHES 

CALIBRATION INSTRUMENTS 

     ISO 9001 
06 Certified Company 
18 

www.rndinstruments.com 

Contact 
5, Natesan Nagar, Alapakkam,  

Chennai 600116. Tamilnadu, INDIA. 
Tel.: +91-44-4283 9039 / 4284 1119 

     Mobile Nos.: +91-7358393981 / 7358393984 
email: sales@rndinstruments.com 

quote@rndinstruments.com 

 
ACCREDITED CALIBRATION LABORATORY 

As per ISO / IEC 17025 

THERMAL 
MECHANICAL 

ELECTROTECHNICAL 

www.calibrationlab.in 
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